
 
*for 24V installation, instead of wire 
from ignition to +, fit a voltage dropping  
resistor p/n N05801180 (in series with 
positive wire). 
Replace light globe to p/n 240.053,  24V 

 

WWG Vision Pyrometer Kit 100-900 °C – 12V 
p/n 310.159 Kit 

 

Fitting Instructions 
Kit includes: 

Qty Part Number Description Details 
1 310015009 Pyrometer gauge 52 mm diam.   + 12V 
1 320.714 Thermocouple Kit Non-bonded junction 
1 320.059 Boss  
1 240.035 5 mtrs. Loom Special compensating loom 
 
 
 
 
 
 
 
 
 
 
 

 

Gauge Terminal 1 Terminal 2 
Loom     White    (-) Blue      (+) 
Loom      Red       (-) Brown   (+) 
Thermocouple Red       (-) Yellow  (+) 
 
 
 
Gauge Power Input + 12V - Negative 
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Degrees Celsius Voltage  
(Millivolts) 

100 4.04 
200 8.137 
300 12.20 
400 16.4 
500 20.64 
600 24.902 
700 29.128 
800 33.277 
900 37.325 

Compensating Cable 

Light Globe 
& Socket 

Fuse Box 

Illumination Switch 

Ignition + 

+2 -1

(Loom’s copper wire goes on gauge #2 terminal) 

For technical support, call Continental Pty Ltd, Customer Service on 1 800 335 282  
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